STANDARD CONVENTIONAL BASE
RILEVATORE CONVENZIONALE

STANDARD CONVENTIONAL BASE
RILEVATORE CONVENZIONALE

STANDARD CONVENTIONAL BASE
RILEVATORE CONVENZIONALE

EOL EOL EOL EOL EOL EOL
Device
B -
i
oooooo
L L L T ]
+ + - + - + - + - + - + - + - NC NO C +|Out 1}- +|Out 2[- NC NO C
L1 L2 L3 L4 L5 L6 L7 L8 REL Fault GND 283-/ REL 1 REL 2 REL FIRE
VAN VAN VAN VAN VAN VAN VAN VAN VAN VAN
[ ) O O 00 060 00 06060 606 60 00 ©0° 0 ©° 9 9o o oo

CENTRALI ANTINCENDIO CONVENZIONALI mod. FD9004/08
CONVENTIONAL FIRE ALARM CONTROL PANELS
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OPTICAL ACUSTIC DISPLAY - TARGA OTTICO ACUSTICA - mod. FD FD5955
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REOL = 4,7 KOHM
RLIM =1 KOHM

Y [
N7

MOD. FD9004/08

N°026
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20132 MILANO - Via Giulietti, 8
Tel. +39 02-2592795 +39 02-27201352 Fax +39 02-2593704

FAMILY: FIRE SYSTEM

TYPE: CONVENTIONAL FIRE ALARMS
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